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DC CYCLER

Operation: I

Plug the machine line cord into an appropriate
power supply.

A power indicator light and a circuit breaker for
overload/short circuit protection are standard
safety features.

An ON/OFF toggle switch starts and stops drive
action. When the drive is switched ON for the first

time after being plugged in, it will move in one
direction. Other wise, switching the drive from

Technical Data: I

DC DRIVE UNITS

Overall Length Including Limit Switches: 19" (483 mm)
24" (610 mm)

Shipping Weight:

Net Weight: DC-lll 15.3 Ibs. (7 kg.)
DC-IV 16 Ibs. (8.6 kg.)

OFF to ON will startit moving in the same direction
that it had been traveling before it was turned
OFF.

Drive direction reverses when either the front or
rear limit switch touches a stop. Stops are easily
positioned anywhere along the length of the rail.
This feature provides the flexibility necessary for
adapting to your unique application requirements.

[with 12" (305 mm) carriage]
[with 18" (457 mm) carriage]
19 Ibs. (8.6 kg)

20 Ibs (9 kg)

Dimensions: 7.12"L x 7"W x 9"H (180 x175 x 230mm)

Speed Range Continuous
IN. MM Vert. Load | Gear Model Number
; /MIN. | /MIN LBS. KG |Ratio 120/50-60/1 240/50-60/1 42/50-60/1
Cﬁ&f.l,lhl 8-160 | 200-4000| 3 1.4 |50:1 BUG-0333 | BUG-0433 BUG-0533
4-80 100-2000 | 15 7 100:1 BUG-0335 | BUG-0435 BUG-1535
2-50 50-1250 30 14 150:1 BUG-0336 | BUG-0436 BUG-0536
DC IV |1.5-30| 38-750 50 22 5 x 50:1 |BUG-0343 | BUG-0443 BUG-0543
.7-15 19-380 75 34 5 x 100:1 | BUG-0345 | BUG-0445 BUG-0545
.5-10 | 13-255 100 45 5 x 15O:Q’NBUG-O346M> BUG-0446 BUG-0546
CARRIAGES Number Of | Load Dimensions Net Part
Wheels | Capacity HxWxL Weight Number
Ibs kg Inches mm Ibs kg
12"(305mm) Carriage 4 100 45 [ 12x8x2-1/8 |305x203x54|6 2.7 |BUG-5250
18"(457mm) Carriage 6 150 68 | 18x8x2-1/8 |457x203x54(10 4.5 | BUG-5260
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