






Jet Kote' Water-to-Water
Heat Exchanger
Stellite Coatings'Jet Kote' systems include a water-to-

waier heat exchanger to provide cooling water to the

torch at a consistent temperature. The system includes a

closedJoop cooling circuit for the torch and an open-loop

circuit for plant water. The cooling system maintains the

torch water temperature within +/- lo C of the set point to

provide consistent combustion efficiency and uniform

coatings production.

i.,.

. Improved combustion head and combustion chamber

maintenance requirements and provide extended parts life'

. The torch may use accessories to enable remote ignition ari*

of the powder valve

Plant water requirements:
. 0-20 gallons per minute. as required.

controlled automatically

. 60 psi minimum required, 150 psi maximum

. 70o F maximum temperature

Heat Exchanger Specifications:

Dimensions: 3 0 . 7 5 " H X 2 7 " L X 2 3 ' W
7.8cm H X 68.6cm L X 58.4cm W

290 lbs.  t131.8 KS) dry

9 amps at 460 VAC, 3 phase, 60 Hz
or 20 amps at 220 VAC, 3 phase, 50 l-lz

8 ga l lons  {d is t i l l ed  water  o r  de ion ized
water is recemrnended)

Weight:
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Jet Kote* Powder Feeders
Two state of the art powder feeder options are available for

use with theJet Kote'II Nova system. The open-loop powder

feeder dispenses Jet Kote' powders at a fixed feed rate set

by the operator. lt comes with a tool cart on casters to

position the feeder at a convenient eye level for the

operator. The closed-loop powder feeder includes

a scale in place of the tool cart, allowing it to monitor

and adjust its output, based on actual weight loss in

the powder hopper. Both models are equipped with

a heater blanket to assist in keeping theJet Kote'

powder moisture-free.

ThermalSpray Powders
A wide variety of specifically designed powders are

available through Stellite Coatings and their distributors

to provide optimal performance for theJet Koie'systems

Approximately 60 powders are currently available. See

a Stellite representative for more information. Stellite

Coatings powder production is certified to QS 9000

and ISO 9001.

Hopper Dimensions:
Dimensions:  32.1"  H X31"4 'LX 13'W

81.5cm H X 79.$cm L X 33em W

Weight: 90 lbs. i40.9 Kg) empty

Electrical: 110 VAC. 50160 Hz

Hopper Capacity: 2A5 in" (1322.7cm'
t14-22.7k91of powderl

ToolCart Dimensions:

3 1 ' H X 3 9 " 1 X 2 1 ' W
78.7cm H X 99cm L X 58"4crn W

Dimensions;
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