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Engineered for Reliable Performance 

Downflo® II

qÜÉ=äçåÖëí~åÇáåÖI=ãçëí=áåÑäìÉåíá~ä=Å~êíêáÇÖÉ=ÅçääÉÅíçê=áå=áåÇìëíêá~ä=~áê=Ñáäíê~íáçå=ÜáëíçêóI=íÜÉ
açå~äÇëçåΔ qçêáíΔ açïåÑäçΔ ff= EacqFI=ÇÉäáîÉêë=çéíáãìã=éÉêÑçêã~åÅÉ=~åÇ= áë=çåÉ=çÑ= íÜÉ
ÄÉëí=î~äìÉë=~î~áä~ÄäÉ=áå=íçÇ~óÛë=ã~êâÉíéä~ÅÉK=^=äÉ~ÇÉê=áå=íÜÉ=áåÇìëíêó=Ñçê=çîÉê=OM=óÉ~êë=ïáíÜ
íÜçìë~åÇë= çÑ= ëìÅÅÉëëÑìä= áåëí~ää~íáçåë= áå= éä~ÅÉI= acq= Çìëí= ÅçääÉÅíçêë= ÉåëìêÉ= ëíÉ~ÇÑ~ëíI
íêçìÄäÉJÑêÉÉ=çéÉê~íáçåK

qÜÉ=acq=~Çî~åí~ÖÉë=Å~å=ÄÉ=ÑçìåÇ=áå=íÜÉ=ÅçääÉÅíçêÛë=é~íÉåíÉÇ=ÇÉëáÖå=~åÇ=ÅçãéçåÉåíëK=kçï
ÑÉ~íìêáåÖ=~=äÉÇÖÉäÉëë=ÇÉëáÖå=áå=ÅçãÄáå~íáçå=ïáíÜ=éêçéêáÉí~êó=räíê~JtÉÄΔ ÑáäíÉê=ãÉÇá~=~åÇ
é~íÉåíÉÇ= ÅäÉ~åáåÖ= íÉÅÜåçäçÖóI= íÜÉ= acq= ÅçåíáåìÉë= áíë= ëíêçåÖ= éÉêÑçêã~åÅÉ= áå= íê~Çáíáçå~ä
~ééäáÅ~íáçåë= ëìÅÜ= ~ë= ãÉí~äïçêâáåÖK= fí= ~äëç= ÖÉåÉê~íÉë= áåíÉêÉëí= ~åÇ= êÉëéÉÅí= áå= éêçÅÉëë
~ééäáÅ~íáçåë= ïÜÉêÉ= äÉÇÖÉäÉëë= ÅçåëíêìÅíáçå= áë= çÑíÉå= ~= êÉèìáêÉãÉåíK= mêçîáÇáåÖ= ÜáÖÜÉê
ÉÑÑáÅáÉåÅó= ~åÇ= ëã~ääÉê= Ñççíéêáåíë= íÜ~å= ~åó= Ä~ÖÜçìëÉ= ÅçääÉÅíçê= çê= ÉîÉå= çíÜÉê= Å~êíêáÇÖÉ
ÅçääÉÅíçêëI=acq=~ÇÇë=ìé=íç=äçåÖJíÉêã=ë~îáåÖë=~åÇ=áãéêçîÉÇ=éÉêÑçêã~åÅÉ=áå=ã~åó=~ééäáÅ~íáçåëK

DFT Offers:

• Ledgeless construction bäáãáå~íÉë=Çìëí
ÄìáäÇJìé=~åÇ=~ÅÅçããçÇ~íÉë=ï~ëÜ=Ççïå=ÉåîáêçåãÉåíëK

• Compact design jáåáãáòÉë=Ñäççê=ëé~ÅÉK

• Powerful performance m~íÉåíÉÇ=bñíê~iáÑÉ» cáäíÉê
`äÉ~åáåÖ=póëíÉã=éêçîáÇÉë=PMB=ãçêÉ=ÅäÉ~åáåÖ=ÉåÉêÖóK

• Cost savings cÉïÉê=ÑáäíÉê=ÅÜ~åÖÉçìíëI=êÉÇìÅÉÇ=ÑáäíÉê
Çáëéçë~ä=ÅçëíëI=äÉëë=ÉåÉêÖó=ìë~ÖÉK

• Reliability bñÅÉéíáçå~ä=êÉëìäíë=Ñçê=çîÉê=OM=óÉ~êë=~åÇ
ÅçìåíáåÖK

• Easy system set up

• Easy maintenance

• 10-year warranty

DFT 3-6

OM
^=iÉ~ÇÉê=áå=íÜÉ=fåÇìëíêó
Ñçê=çîÉê

vÉ~êë

Downflo® II
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Sizes & Operations
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Normal Operation

Pulse gradients produced 
by the standard Downflo 
during pulse cleaning 
compared to gradients 
produced by a Downflo 
with the ExtraLife
Cleaning System (red).

Downflo Pulse Pressure Gradients

Pulse Cleaning Technology bñíê~iáÑÉ=cáäíÉê=`äÉ~åáåÖ=póëíÉã=ìëÉë=éêçéêáÉí~êóI
ÅçãéìíÉêJãçÇÉäÉÇ=éìäëÉ=ÅäÉ~åáåÖ=íÉÅÜåçäçÖó=íç=É~ëáäó=éìäëÉ=çÑÑÒ=Çìëí=Ñêçã=íÜÉ=ëìêÑ~ÅÉ=çÑ=íÜÉ
ÑáäíÉêI=áãéêçîáåÖ=Ñáäíê~íáçå=ÉÑÑáÅáÉåÅó=~åÇ=éêçäçåÖáåÖ=ÑáäíÉê=äáÑÉK=qÜÉ=êÉÇ=äáåÉë=áå=íÜÉ=áääìëíê~íáçå
ëÜçï=íÜÉ=áåÅêÉ~ëÉÇ=éêÉëëìêÉ=~í=íÜÉ=Ñêçåí=çÑ=íÜÉ=açïåÑäç=ÑáäíÉê=ÖÉåÉê~íÉÇ=Äó=íÜÉ=bñíê~iáÑÉ
ëóëíÉãK=qÜÉ=ÄäìÉ=äáåÉ=ëÜçïë=íÜÉ=éìäëÉ=ëáÖå~íìêÉ=çÑ=~=ëí~åÇ~êÇ=Å~êíêáÇÖÉ=ÅçääÉÅíçêK

filter cartridges

dirty-air inlet

clean-air 
outlet

Downflo® IIDownflo® II
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Seismic Rating (zone) 4 Compressed Air Required (psig) 90-100

Wind Load Rating (mph) 100 Valves and controls 50/60 Khz

Housing Rating ("wg) +15 / -20

DFT Standard Operating Conditions

Dimensions & Specifications
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109.8 (DFT 2-4)
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128.4 (DFT 3-6)
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Front View
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Front View
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Front View
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Front View
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Left Side View
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Dimensions & Specifications
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Model* No. of
Filters

Shipping
Weight 

(lbs)

1,678

1,678

2,392

3,300

4,600

7,000

1,678

2,078

2,942

4,200

6,100

8,000

8,500

10,100

12,000

2,500

4,600

6,500

8,500

10,300

12,100

14,500

16,000

40.0

40.0

60.0

80.0

120.0

180.0

40.0

40.0

60.0

80.0

120.0

160.0

180.0

200.0

240.0

40.0

80.0

120.0

160.0

200.0

240.0

280.0

320.0

117.3

132.7

132.7

132.7

132.7

132.7

136.0

151.3

151.3

151.3

151.3

151.3

151.3

151.3

151.3

169.9

169.9

169.9

169.9

169.9

169.9

169.9

169.9

67.8

94.5

94.5

94.5

94.5

94.5

64.5

94.5

94.5

94.5

94.5

94.5

94.5

94.5

94.5

94.5

94.5

94.5

94.5

94.5

94.5

94.5

94.5

No. of 
Valves

Ultra-Web
Filter Area 

(ft2)

760

1,520

2,280

3,040

4,560

6,840

1,140

2,280

3,420

4,560

6,840

9,120

10,260

11,400

13,680

3,040

6,080

9,120

12,160

15,200

18,240

21,280

24,320

4

4

6

8

12

18

6

6

9

12

18

24

27

30

36

8

16

24

32

40

48

56

64

500-3,150

1,020-6,300

1,525-9,450

2,030-12,600

3,050-18,900

4,570-28,350

760-4,720

1,525-9,450

2,285-14,175

3,050-18,900

4,570-28,350

6,100-37,800

6,850-42,520

7,620-47,240

9,140-56,700

2,030-12,600

4,060-25,200

6,100-37,800

8,130-50,390

10,160-62,990

12,190-75,590

14,220-88,190

16,260-100,790

DFT 2 - 4

2 - 8

2 - 12

2 - 16

2 - 24

2 - 36

DFT 3 - 6

3 - 12

3 - 18

3 - 24

3 - 36

3 - 48

3 - 54

3 - 60

3 - 72

DFT 4 - 16

4 - 32

4 - 48

4 - 64

4 - 80

4 - 96

4 -112

4 -128

Dimensions 
(inches)

A B C 

* The first number indicates number of filter rows, and the second number indicates number of cartridges.
** Based on clean filters.
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Nominal
Airflow Range**

(cfm)
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Cartridge Filter Technology

4

k~åçÑáÄÉê=íÉÅÜåçäçÖó=áë=~î~áä~ÄäÉ=áå=~ää=räíê~JtÉÄ
~åÇ=cáÄê~JtÉÄ=ÑáäíÉê=Å~êíêáÇÖÉëK

`çåîÉåíáçå~ä=ãÉÇá~=Ü~ë=ëé~ÅÉë=çÑ=ìé=íç=SM=ãáÅêçåë
ÄÉíïÉÉå= ÑáÄÉêëI= ~ääçïáåÖ= Çìëí= íç= ÄÉÅçãÉ= ÇÉÉéäó
ÉãÄÉÇÇÉÇ=íÜÉêÉÄó=ëÜçêíÉåáåÖ=ÑáäíÉê=äáÑÉK

Ultra-Web® Nanofiber Filter Media qÜÉ= ÇáëíáåÖìáëÜáåÖ= Ñ~Åíçê= áå
açå~äÇëçå=qçêáíÛë=Å~êíêáÇÖÉ=ÑáäíÉêë=áë=å~åçÑáÄÉê=Ñáäíê~íáçå=íÉÅÜåçäçÖóI=ïÜáÅÜ=íê~éë=ãçêÉ=Çìëí
çå=íÜÉ=ëìêÑ~ÅÉ=çÑ=íÜÉ=ÑáäíÉê=íÜ~å=ÅçåîÉåíáçå~ä=ÇÉéíÜ=äç~ÇáåÖ=íóéÉë=çÑ=ÑáäíÉê=ãÉÇá~=ëìÅÜ=~ë
ÅÉääìäçëÉI=éçäóÉëíÉê=çê=ÅÉääìäçëÉLéçäóÉëíÉê=ÄäÉåÇëK=qÜÉ=êÉëìäíáåÖ=Çìëí=Å~âÉ=áë=É~ëáäó=ÅäÉ~åÉÇ
çÑÑ= ÇìêáåÖ= íÜÉ= ~ìíçã~íÉÇ= ÅçääÉÅíçê= ÅäÉ~åáåÖ= ÅóÅäÉë= éêçîáÇáåÖ= ÅäÉ~åÉê= ~áê= äçåÖÉêI= ïáíÜ= ~
ãáåáãìã=jbosG=NP=ÉÑÑáÅáÉåÅó=ê~íáåÖ=Ä~ëÉÇ=çå=^peo^b=ROKO=J=NVVV=íÉëí=ëí~åÇ~êÇëK

Nanofiber Media Commodity Filter Media

600X

10 
micron

600X

Downflo® IIDownflo® II

DFT Filter Media Pleats pÜçêíÉê=~åÇ=ëíáÑÑÉê=ÑáäíÉê=éäÉ~íë=ÜÉäé=ãáåáãáòÉ=Çìëí
Éåíê~éãÉåí=~åÇ=ëáãéäáÑó= ÑáäíÉê=ÅäÉ~åáåÖK=^=ëÜçêíÉê=éäÉ~í=ï~ää= áë= äÉëë= äáâÉäó= íç=Åçää~éëÉ=çê
ÄÉåÇI=ïÜáÅÜ=Å~å=íê~é=Çìëí=~åÇ=éêÉîÉåí=áíë=êÉäÉ~ëÉK

DFT Cartridge Filters acq=Çìëí=ÅçääÉÅíçêëÛ=é~íÉåíÉÇ=Ççïåï~êÇ=~áêÑäçï
ÇÉëáÖå=ÇÉäáîÉêë=ÜáÖÜÉëí=Ñáäíê~íáçå=éÉêÑçêã~åÅÉ=ïÜáäÉ=ìëáåÖ=äÉëë=ÉåÉêÖóK=qÜÉ=acq=ÅçääÉÅíçêI
áíë=é~íÉåíÉÇ=bñíê~iáÑÉ=cáäíÉê=`äÉ~åáåÖ=póëíÉãI=~åÇ=açå~äÇëçå=qçêáíÛë=ÑáäíÉê=Å~êíêáÇÖÉë
íçÖÉíÜÉê=~êÉ=~å=ìåÄÉ~í~ÄäÉ=ëóëíÉãK=`ÜççëÉ=Ñêçã=çìê=ëìéÉêáçê=äáåÉ=çÑ=ÑáäíÉêë=íç=ÅçãéäÉíÉ
íÜÉ=ãçëí=éçïÉêÑìä=Çìëí=ÅçääÉÅíáçå=ëçäìíáçå=~î~áä~ÄäÉK=

Standard FilterDownflo II Filter

Distributed by Astro Alloys Inc. Houston, Texas 1-877-937-3838



Standard Features & Equipment Options

rKpK=m~íÉåíë=QIPVRIOSVX=RIRSOITQSX=RIUUOIPTVK

G qÜÉ=jáåáãìã=bÑÑáÅáÉåÅó=oÉéçêíáåÖ=s~äìÉ EjbosF=çÑ=íÜáë
ÑáäíÉê=Å~êíêáÇÖÉ=Ü~ë=ÄÉÉå=ÇÉíÉêãáåÉÇ=íÜêçìÖÜ=áåÇÉéÉåÇÉåí
ä~Äçê~íçêó=íÉëíáåÖ=ìëáåÖ=^peo^b=ROKO=ENVVVF=íÉëí
ëí~åÇ~êÇëK=qÜÉ=jbos=ê~íáåÖ=ï~ë=ÇÉíÉêãáåÉÇ=~í=~=Ñ~ÅÉ
îÉäçÅáíó=çÑ=NNU=ÑÉÉí=éÉê=ãáåìíÉ=~åÇ=äç~ÇáåÖ=ìé=íç=Ñçìê
áåÅÜÉë=ï~íÉê=Ö~ìÖÉK=^Åíì~ä=ÉÑÑáÅáÉåÅó=çÑ=~åó=ÑáäíÉê=Å~êíêáÇÖÉ
ïáää=î~êó=~ÅÅçêÇáåÖ=íç=íÜÉ=ëéÉÅáÑáÅ=~ééäáÅ~íáçå=é~ê~ãÉíÉêëK
aìëí=ÅçåÅÉåíê~íáçåI=~áêÑäçïI=é~êíáÅäÉ=ÅÜ~ê~ÅíÉêáëíáÅëI=~åÇ
éìäëÉ=ÅäÉ~åáåÖ=ãÉíÜçÇë=~ää=~ÑÑÉÅí=Ñáäíê~íáçå=ÉÑÑáÅáÉåÅóK

GG j~ÖåÉÜÉäáÅ=~åÇ=mÜçíçÜÉäáÅ=~êÉ=êÉÖáëíÉêÉÇ=íê~ÇÉã~êâë=
çÑ=aïóÉê=fåëíêìãÉåíëI=fåÅK=

fåÑçêã~íáçå=Åçåí~áåÉÇ=áå=íÜáë=ÇçÅìãÉåí=áë=ëìÄàÉÅí=íç=
ÅÜ~åÖÉ=ïáíÜçìí=åçíáÅÉ.

5
Downflo® IIDownflo® II

Collector Design

Mild Steel Construction �

ExtraLife™ Filter Cleaning System �

Inlets �

Ledge-Free Hopper �

Sprinkler Taps �

Stainless Steel Construction �

High Temperature Construction �

Direct Drive Fans �

Chamber and Exhaust Silencers �

Abrasion Resistant (AR) Inlet �

Air Management Modules �

Extended Dirty Air Plenum �

Steep-Sided Hopper �

2-Mod Hopper �

Explosion Relief Vents �

Sprinkler Heads �

Service Platform (OSHA compliant) �

Damper Pack �

Drum Sentry™ Drum-Full Indicator �

Lined Clean Air Plenum �

Bag-Out Kit (Filter & Discharge) �

Bag-In/Bag-0ut Kit (Filter & Discharge) �

Cartridge Filters

Ultra-Web® (MERV* 13) �

Ultra-Tek® (MERV 12)
Thermo-Tek® (MERV 12)
Fibra-Web® (MERV 14)
Ultra-Web SB (MERV 15)
Torit-Tex™ (MERV 16)

�

HEPA/ASHRAE Afterfilters �

Paint System

Prime Coated Interior �

Acrylic urethane finish over alkyd enamel
primer. Paint system passes a 350-hr. salt
spray test.

�

Custom Color �

Hostile Environment Coating �

Epoxy Coating �

Hopper Discharge

Drum Cover and Hose �

Slide Gates �

Rotary Valves and Transitions �

Screw Conveyors �

Electrical Controls, Gauges and Enclosures

Solid State Timer in NEMA 4 Enclosure �

Magnehelic®** Gauge �

Delta P Control, Delta P Plus Control �

Custom Panels �

Photohelic®** Gauge Standard & Weatherproof �

Basic Cold Climate Kit �

Heavy-Duty Cold Climate Kit �

Solenoid Enclosure (NEMA 7 & 9) �

Warranty

10-Year Warranty �

Optional
Standard

Optional
Standard

Distributed by Astro Alloys Inc. Houston, Texas 1-877-937-3838
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• Facilities in 35 countries

• 37 manufacturing plants and 
11 distribution centers

• Sales offices worldwide

• Technical expertise and support

• Ready-to-ship filters and parts within 24 hours

• 1,000,000+ dust, fume, & mist collectors installed

Experience & Service

Global Support 

Better Technology
• 550 engineers worldwide

• More than 500 patents

• Broad range of innovative collectors
and filters

• 100’s of media formulations

Cleaner Air 
Worldwide

açå~äÇëçå=`çãé~åóI=fåÅK
fåÇìëíêá~ä=^áê=cáäíê~íáçå
mKlK=_çñ=NOVV
jáååÉ~éçäáëI=jk
RRQQMJNOVV=rKpK^K

qÉä= UMMKPSRKNPPN=Erp^F
qÉä= UMMKPQPKPSPV=EïáíÜáå=jÉñáÅçF
ÇìëíãâíÖ]ã~áäKÇçå~äÇëçåKÅçã
ïïïKÇçå~äÇëçåíçêáíKÅçã

Call Donaldson Torit 
to get Cleaner Air today

800-365-1331

Call Donaldson Torit 
to get Cleaner Air today

800-365-1331

Distributed by Astro Alloys Inc. Houston, Texas 1-877-937-3838




